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Passenger Air Bag Deactivation (PAD) Switch Operation (Deployment) Control
When the PAD switch is turned to the OFF position, the SAS control module inhibits operation (deployment) of 
the passenger-side air bag module, passenger-side side air bag module, and the passenger-side pre-tensioner 
seat belt even if the degree of impact from a collision is sufficient for normal air bag module operation 
(deployment). At the same time, the PAD indicator illuminates to alert the driver and passengers (passenger-
side seat) of the inoperational (undeployable) condition of the air bag.
When the PAD switch turned to the ON position, the passenger-side air bag module, passenger-side side air 
bag module, and the passenger-side pre-tensioner seat belt operate (deploy) normally during a collision and 
the PAD indicator goes out.
When the ignition switch is turned to the ON position, the PAD indicator illuminates for approx. 6 s while the 
SAS control module inspects for malfunctions in the circuit. If a malfunction is detected in the circuit, a DTC is 
displayed.
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AIR BAG SYSTEM WARNING LIGHT FUNCTION
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The air bag system warning light illuminates or flashes if there is a malfunction in the SRS air bag system to 
notify the driver of the malfunction.
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AIR BAG SYSTEM WARNING LIGHT CONSTRUCTION/OPERATION
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The air bag system warning light is built into the instrument cluster.

When the switch the ignition to ON, the air bag system warning light illuminates for specified period of time to 
indicate that the SRS air bag system is performing initialization diagnostics. If there is no malfunction in the 
SRS air bag system, the indicator light turns off.
If the SAS control module detects a malfunction in the SRS air bag system, it sends a warning signal as a CAN 
signal to the instrument panel to illuminate or flash the air bag system warning light and display the DTC.
If there is a malfunction in the SRS air bag system, DTCs are displayed according to the following patterns.

If a DTC is displayed, it will display continuously until the ignition is switched off.
If there are several malfunctions in the SRS air bag system, the DTC of the highest priority ranking is displayed 
first.
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