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18. Press the interlock cable lock piece in until it is 
locked.

Caution
• Applying a load to the interlock cable 

while pressing the lock piece in can 
affect the lock unit operation.

19. Remove a 1.5 mm {0.06 in} round bar or similar 
from the lock unit hole A, B and C.

20. Connect the brake switch connector with the 
brake pedal released.

Caution
• The clearance between the brake switch 

and the brake pedal is automatically 
adjusted to the correct amount when the 
brake switch connector is connected 
after the brake switch has been properly 
installed. If the brake switch is not 
properly installed or the connector is 
connected before installation, the 
clearance may be incorrect, causing a 
brake light malfunction. Therefore, 
always verify that the brake switch is properly installed before connecting the connector.

• Once the brake switch clearance has automatically been adjusted, it cannot be adjusted again. 
Therefore, replace the switch with a new one when replacing the power brake unit or the pedal, or 
performing any procedure that changes the pedal stroke.

21. Inspect shift lock operation. (See 05-14-4 SHIFT LOCK INSPECTION.)
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1. Remove the battery cover.
2. Disconnect the negative battery cable. (See 01-17-2 BATTERY REMOVAL/INSTALLATION [L8, LF].)
3. Remove the following parts.

(1) Side wall (See 09-17-10 SIDE WALL REMOVAL/INSTALLATION.) 
(2) Column cover (See 09-17-7 COLUMN COVER REMOVAL/INSTALLATION.) 
(3) Driver-side air bag module (See 08-10-6 DRIVER-SIDE AIR BAG MODULE REMOVAL/INSTALLATION.) 
(4) Steering shaft (See 06-14-6 STEERING WHEEL AND COLUMN REMOVAL/INSTALLATION.) 
(5) Audio unit (See 09-20-3 CENTER PANEL UNIT REMOVAL/INSTALLATION.) 
(6) SAS control module (See 08-10-9 SAS CONTROL MODULE REMOVAL/INSTALLATION.) 
(7) Tunnel member component
(8) Middle pipe (See 01-15-2 EXHAUST SYSTEM REMOVAL/INSTALLATION [L8, LF].) 
(9) Insulator (See 05-13-19 TRANSMISSION RANGE (TR) SWITCH REMOVAL/INSTALLATION [SJ6A-EL].)

4. Shift the selector lever to the P position.
5. Remove in the order indicated in the table. 
6. Install in the reverse order of removal.
7. After installation, perform the shift lock inspection and key interlock inspection. (See 05-14-4 SHIFT LOCK 

INSPECTION.) (See 05-14-4 KEY INTERLOCK INSPECTION.) 

LOCK PIECE

INTERLOCK CABLE

UNLOCK LOCK

amxzzw0000028

SLIDER PIN

INTERLOCK
CABLE

BRAKE SWITCHA B

C

LOCK UNIT

amxzzw0000027

TO MODEL INDEX
BACK TO CHAPTER INDEX MAZDA MX5 2009MY WORKSHOP REPAIR MANUAL




