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AUTOMATIC TRANSMISSION SHIFT MECHANISM 

10. Press the interlock cable lock piece in until it is 
locked.

Caution
• Applying a load to the interlock cable 

while pressing the lock piece in can 
affect the lock unit operation.

11. Remove a 1.5 mm {0.06 in} round bar or similar 
from the lock unit hole A, B and C.

12. Connect the brake switch connector with the 
brake pedal released.

Caution
• The clearance between the brake switch 

and the brake pedal is automatically 
adjusted to the correct amount when the 
brake switch connector is connected 
after the brake switch has been properly 
installed. If the brake switch is not 
properly installed or the connector is 
connected before installation, the 
clearance may be incorrect, causing a brake light malfunction. Therefore, always verify that the 
brake switch is properly installed before connecting the connector.

• Once the brake switch clearance has automatically been adjusted, it cannot be adjusted again. 
Therefore, replace the switch with a new one when replacing the power brake unit or the pedal, or 
performing any procedure that changes the pedal stroke.

13. Turn the ignition switch to ON position.
14. Install the interlock cable to the key cylinder.
15. Slide the outer casing to the key cylinder, and 

insert the clip over the convex part of the outer 
casing.

Manual Shaft Lever Component Installation Note
1. Align the mark of the manual shaft lever 

component as shown in the figure.
2. Install the manual shaft lever component 

installation nut.

Tightening torque
10.8—14.7 N·m {111—149 kgf·cm, 96.4—

129.3 in·lbf}

End Of Sie

LOCK PIECE

INTERLOCK CABLE

UNLOCK LOCK

amxzzw0000028

SLIDER PIN

INTERLOCK
CABLE

BRAKE SWITCHA B

C

LOCK UNIT

amxzzw0000028

CONVEX PART

CLIP
amxzzw0000193

MANUAL SHAFT LEVER COMPONENT
MARK

e5u513zw5007

TO MODEL INDEX
BACK TO CHAPTER INDEX MAZDA MX5 2009MY WORKSHOP REPAIR MANUAL




